
 Frequency RL (min) IL(max) DOP(max)
Delay Skew

(max)
NEXT(min)

PSNEXT
(min)

ACR-F
(min)

PSACR-F
(min)

(MHz) (dB) (dB/100m) (ns/100m) (ns/100m) (dB) (dB) (dB/100m) (dB/100m)

1 20.0 2.0 570 45 74 72 67.8 64.8

4 23.0 3.8 552 45 65 63 55.7 52.7

10 25.0 6.0 545 45 59 57 47.8 44.8

16 25.0 7.6 543 45 56 54 43.7 40.7

20 25.0 8.5 542 45 55 53 41.7 38.7

31.25 23.6 10.7 540 45 52 50 37.9 34.9

62.5 21.5 15.4 538 45 47 45 31.8 28.8

100 20.1 19.8 537 45 44.3 42.3 27.8 24.8

200 18.0 29.0 536 45 39.7 37.7 21.7 18.7

250 17.3 32.8 535 45 38 36 19.8 16.8

Outer Jacket

None

None

  PVC 

ANSI/TIA-568-C.2 and ISO 11801

 Copper

HDPE

                  CABLE
 Specification

Physical specifications
MaterialItem

Conductor

U/UTP Unshielded CAT6 4 Pair LAN Cable (PVC)

Diameter

23AWG

Nominal Transmission Characteristics

Insulation 1.02mm

Shield

Number of  conductors

Drain Wire

8 Twisted  in 4Pairs

Minimun bending radius: 8D

Electrical Characteristics
Impedance:1-250MHz 100±15(Ohms)

6.40mm±0.20mm

Rated Temperature: 75C°

DC Resistance Unbalance(%): Max 2.5

DC Resistance 20C°: 8.4(Ohms/100m)

Insulation Resistance:>5000MΩ *Km

Dieelectric strength: DC 2500V 2S

Note:testing conditions at 100m, 20C°.

Application

EN50173 and IEC61156-5

IEEE 802.3af and IEEE 802.3at

Additional cable colors available


